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XR 600

Part No.: 8600000

Shaft

G G0:

SAE 6000 DN 25

R:

G 1/2

A:

Ø384 mm

B:

M24

D:

Ø260 mm

E:

Ø300 mm

F:

Ø575 mm

G:

103 mm

H:

Ø17,5 mm

I:

Ø535 mm

J:

12°

K:

Ø565 mm

L:

231 mm

M:

37°

N:

30°

O:

Ø22 mm

P:

12°

Q:

M12

R:

72°

S:

Ø140 mm

T:

33 mm

Max Max Max Max Max Max

264 kg 360° ±850 kN ±300 kN 7000 Nm 40 l/min 25 MPa 35 MPa 35 MPa

 Max axial load static indicate theoretical max load for hanging applications without accelerations.

Pressure limiting valves fitted.

For further technical information relating to integration and hydraulic connections, please contact rotator@indexator.com
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Tiger Saw 400 205 0,20 250 45 - 55 14,5 8 4 6 3

Tiger Saw 500 392 0,30 250 70 - 100 16,6 15 10 15 5

Tiger Saw 700 586 0,50 250 100 -160 21,8 20 14 25 8

Tiger 
Saw 400

Tiger 
Saw 500

Tiger 
Saw 700

A 1200 1490 1880

B 623 785 981

C 446 570 675

D 65 100 100

E 432 508 533

MODEL
SPECIFICATIONS

KEY FEATURES

• Parker motor

• 2,0 mm saw bar

• .404” chain

• Automatic chain lubrication

• Mechanical rapid chain tensioning

• Independent chain oil tank

• Heavy duty grapple

• Option: Rigid mount rotator

• Option: Tilt mechanism

• Tiger saw cassette can be
mounted on any Tiger grapple on 
demand

TIGER SAW 400 - 700

www.grapples.com.au | sales@grapples.com.au | Tel 1300 88 21 61 | Cameron Moir sales & support 0417 669 707 | Australi

High performance lift and load 
attachments for Forestry, Transport, 
Construction and Recycling.

A

B

CC

E

MAX CUTTING DIAM

Tiger Saw 400 400

Tiger Saw 500 500

Tiger Saw 700 700

D

app appapp.g

RMR Series: G-rotor
(not designed to hold vertical
items steady)

KEY FEATURES

• Fast operation

• Endless rotation

• High torque

• Steel flange for incresed
durability

• Ultra compact design

• High pressure
construction

• Forged drive shafts & large
tapered roller bearings resist
high axial & radial loading.

RMR 3 30 5 320 22 360˚ M18x1.5 10 140/4

BOTTOM
FLANGE

PCD

DYNAMIC PRESSURE FLOW

360° TORQUE FI

TTINGS RIGIDPENDULUMWEIGHT

TOP
FLANGE

PCD HEIGHT

3.5 144/10 188

1/2” 14 173/66 185/8 205

1/2’3/4”

1/2’3/4”

25 270/8

35 340/8

12 210/10 228

16 265/12 229

1300

Nm

KN

2600

4200

4200

360˚

360˚

360˚

320 25

320

320

25

25

45 7

88

135

28

38

RMR 6 C

RMR 12

RMR 16 C

DEMOLITION
RIGID MOUNT ROTATORS

MODEL
SPECIFICATIONS
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E 432 508 533

MODEL
SPECIFICATIONS

KEY FEATURES

• Parker motor

• 2,0 mm saw bar

• .404” chain

• Automatic chain lubrication

• Mechanical rapid chain tensioning

• Independent chain oil tank

• Heavy duty grapple

• Option: Rigid mount rotator

• Option: Tilt mechanism

• Tiger saw cassette can be
mounted on any Tiger grapple on 
demand

TIGER SAW 400 - 700
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High performance lift and load 
attachments for Forestry, Transport, 
Construction and Recycling.
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RMR 3

RMR 3

www.grapples.com.au | sales@grapples.com.au | Tel 1300 88 21 61 | Cameron Moir sales & support 0417 669 707 | Australia

High performance lift and load 
attachments for Forestry, Transport, 
Construction and Recycling.

RMR 3 30 5 320 22 360° 1300 M18x1,5 10 3,5

KEY FEATURES

• High pressure 
construction 

• Endless rotation

• Optimized positioning 
performance

• Ultra compact design

MODEL
SPECIFICATIONS

RMR 16 C

www.grapples.com.au | sales@grapples.com.au | Tel 1300 88 21 61 | Cameron Moir sales & support 0417 669 707 | Australia

High performance lift and load 
attachments for Forestry, Transport, 
Construction and Recycling.

RMR 16 C 135 38 320 25 360° 4200 1/2”3/4” 38 18

KEY FEATURES

• High pressure 
construction 

• Endless rotation

• High torque

• Optimized positioning 
performance

• Steel flange for increased 
durability

• Ultra compact design

MODEL
SPECIFICATIONS

RMR 12

RMR 16C

Tiger Saw 400 205 0,20 250 45 - 55 14,5 8 4 6 3

Tiger Saw 500 392 0,30 250 70 - 100 16,6 15 10 15 5

Tiger Saw 700 586 0,50 250 100 -160 21,8 20 14 25 8

Tiger 
Saw 400

Tiger 
Saw 500

Tiger 
Saw 700

A 1200 1490 1880

B 623 785 981

C 446 570 675

D 65 100 100

E 432 508 533

MODEL
SPECIFICATIONS

KEY FEATURES

• Parker motor

• 2,0 mm saw bar

• .404” chain

• Automatic chain lubrication

• Mechanical rapid chain tensioning

• Independent chain oil tank

• Heavy duty grapple

• Option: Rigid mount rotator

• Option: Tilt mechanism

• Tiger saw cassette can be
mounted on any Tiger grapple on 
demand

TIGER SAW 400 - 700

www.grapples.com.au | sales@grapples.com.au | Tel 1300 88 21 61 | Cameron Moir sales & support 0417 669 707 | Australi

High performance lift and load 
attachments for Forestry, Transport, 
Construction and Recycling.

A

B

CC

E

MAX CUTTING DIAM

Tiger Saw 400 400

Tiger Saw 500 500

Tiger Saw 700 700

D

app appapp.g

XR 400 180 550 250 35 360˚ 20-35 18-25200

-

-

25-30

14-20
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- 25-40300

4100
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4350

7000

360˚

360˚

360˚

250

250

40

35

250 40

216 700

500

264 850

XR 500

XR 350

XR 600

KN MAXMAXKN

DYNAMICSTATICWEIGHT

MODEL
SPECIFICATIONS

INDEXATOR XR 300 - 600
H.D. VANE ROTATORS
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FLOW TORQUE RIGIDPENDULUM360°PRESSURE

XR Series
Ultra Heavy Duty Vane Drive

  Rigid and Pendulum Mount

KEY FEATURES

  Low maintenance

  Endless rotation

  High torque

  Ultra low profile

  Pressure limiting
  valves fitted
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